
 

Reinforced Hoses, Ducting & A ssemblies  



VACUFLEX ®  Hoses ï with steel wire reinforcement  

Type  MG - V- Flex  K1H - PVC  K1H - PU  P2A1000  
 

    
Cross 

Section      

Structure  Light, highly flexible 

PVC hose,  outside 

rib structure, rein -

forced with PVC -

coated ste el wire  

Light and flexible 

PVC hose, 

reinforced with 

PVC-coated spring 

steel wire  

Light, highly flexible 

TPU hose, rein -

forced with TPU -

coated spring steel 

wire  

Made of a flame 

retardant  PVC 

coated polyester 

fabric, with steel 

wire reinforcement  

Applica tion  Squeegee  and 

discharge hose for 

scrubbers, cable 

protection  

(Warm) air supply, 

cable protection, 

suction hose for 

light materials  

Cable protection,  

warm air supply, 

ventilation, saftey 

breathing masks  

Ventilation,  

air conditioning, 

weldung fume 

ex traction  

Temp.  -10°C to +70°C  -10°C to +70°C  -40 °  to +90 ° /125 °C -30°C to +100°C  

ID  13 -51mm  51 -350mm  8-350mm  25 -508mm  

Std. Colour  Black  Black  Black  Grey  

Options  Also  availabe  in TPU  
 

Also available up to 
+90°C ( K1H-WA)  

Also available with UL 
certifica tion  

Flame retardancy acc. 
to DIN 4102 or M1 

classification  

 
 

Type  MG - S Stretch  KD - PU Stretch  PVC400C  K1Z - PVC Series  
 

    
Cross 

Section      
Structure  Highly flexible PVC 

stretch hose which 

can be extended to 

4x of normal length  

(with steel wir e)  

Like MG -S Str etch, 

but made of 

microbe and 

hy drolysis resistant 

Polyurethane (TPU)  

Ultra light  and 

highly flexible PVC 

hose, wallthickness 

of 0,4mm, steel 

wire reinforcement  

Medium heavy (or 

heavy) flexible PVC 

hose, reinforced with 

PVC-coated spring 

st eel wire  

Application  Vacuum cleaner 

suction hose, hose 

for automatic 

scrubbers  

High performance 

suction hose, hose 

for hair dryers, 

warm air supply  

Light dust and fume 

extraction, soft 

material handling, 

ventilation  

Suction hose for 

textile & chemical 

ind ustry, material 

handling  

Temp.  -10°C to +70°C  -40 °  to +90 ° /125 °C -10°C to +70°C  -10°C to +70°C  

ID  25 -50mm  20 -254mm  25 -508mm  25 -508mm  

Std. Colour  Black  Black  Transparent  Transparent  

Options  Also available as KD -
PVC New with 1:6 
stretch ratio  

Also avail able as 
semi -stre tch  
(= ratio 1:2 and 2:1)  

PVC600C = 0,6mm  
PVC900C = 0,9mm  
tape thickness  

Tape thicknesses from 
0,4 mm up to 1,7mm 
available  

 

Product data sheets and more information at  www.vacuflex.de  



 VACUFLEX ®  Hoses ï with steel wire reinforcement  

Type  PU400 C 
economical series  

K1Z - C- PU  
light series  

K1Z - C- PU 
medium heavy series  

K1Z - C- PU  
heavy series  

 

    
Cross 

Section      

Structure  Ultra l ight  and  

highly flexi ble hose,  

made of Premium 

TPU, wallthickness 

0,4mm, steel wire  

Light  and highly 

flexibl e hose, made 

of Premium TPU 

with spring steel 

wire reinforcement  

Medium heavy , 

flexible hose, made 

of Premium TPU 

with sp ring steel 

wire reinforcement  

Heavy , but flexible 

hose, made of 

Premium TPU with 

spring steel wire 

reinforcement  

Application  Dust exta ction, 

ventialtion, warm 

and hot air supply  

Material handling & 

suction hose for 

abrasive particles  

Material handling  Material handling 

for extremely 

abrasive goods   

 

Temp.  -40 °  to +90 ° /125 °C -40 °  to +90 ° /125 °C -40 °  to +90 ° /125 °C -40 °  to +90 ° /125 °C 

ID  25-508mm  25 -508mm  25 -508mm  25 -508mm  

Std. Colour  Transparent  Transparent  Transparent  Transparent  

Options  PU600C = 0,6mm  
PU900C = 0,9mm  
tape thickness  

K1Z -LC-PU = 0,4mm  
K1Z -MC-PU = 0,6mm  
K1Z -MSC-PU = 0,8mm  

K1Z -SC-PU = 1,0mm  
K1Z -SSC-PU = 1,2mm  
 

K1Z -XSC-PU = 1,5mm  
K1Z-XSSC-PU = 1,7mm  
P3 S PU AE = 2,0mm  
P3 SV PU AE = 2,5mm  

 
Type  K1Z - E- PU - Heat  K1Z - C- PU - ANT  K1Z - C- PU - FR K1Z - PU - FOOD  

 

    
Cross 

Section  
    

Structure  Like K1Z -C-PU, but 

made with heat 

resistant  TPU 

material  

Like K1Z -C-PU, but 

made with  ant istatic  

TPU materia ls, 

(surface resis tance 

< 10 12 Ohms /m)  

Like K1Z -C-PU, but 

made with flame 

retardant  TPU 

materials  according 

to DIN 4102  

Like K1Z -C-PU, but 

made with food 

grade  TPU 

materials and 

coated steel wire  

Application  Material Dryers, hot 

air su pply  

Material handling 

hose for light 

materials and 

powders  

Special hose for 

woodworking 

industry  

Special hose for 

food processing or 

pharma ceutical  

industry  

Temp.  -40°C to +14 0°C  -40 °  to +90 ° /125 °C -40 °  to +90 ° /125 °C -40 °  to +90 ° /125 °C 

ID  25 -508mm  25-508mm  25 -508mm  25 -508mm  

Std. Colour  Transparent  Transparent  Transparent  Transparent  

Options  In different tape  
thicknesses available  

In different tape 
thicknesses available  

In different tape 
thicknesses available  

Also i n different tape  
thicknesses and/o r with 
stainless steel helix  av.  

 

Product data sheets and more information at  www.vacuflex.de  



VACUFLEX ®  Hoses ï with steel wire reinforcement  

Type  K1H - TPR  P- G- EX 2  GF1S / GF2S  GF2S ECO 
 

    
Cross 

Section  
    

Structure  Light and flexible 

EPDM/PP (TPR)  

hose, reinforced 

with PP-coated 

spring steel wire  

One ply TPR -coated 

polyester  fabric 

with spring steel 

wire  and outside 

wearstrip profile  

One or two ply 

silicone coated 

glass fibre fabric 

with spring steel 

wire  

Like GF2S, but 

made of a more 

economical  silicone 

coat ed glass fibre 

fabric  

Application  Air intake for air 

compressors and 

engines 

(automotive)  

Warm air ducting, 

air intake , exhaust  

gas suction hose  

Hot air supply, 

material dryers, 

chemical industry,  

air intake  

Hot air supply, 

material dryers, 

chem ical industry,  

air intake  

Temp.  -40 °  to  + 135 ° /150 °C -40°C to +150 /170 °C -80°C to +310°C  -60°C to +300 °C 

ID  8-350mm  40 -200 mm  19 -305mm  19 -305mm  

Std. Colour  Black  Black  Red Red 

Options  Also available with UL 
certification  

Crush proofed  version 
with  Polyamide  spiral 
available (P -G-EX 1)  

Spiral free ends 
available upon 
request  

Spiral free ends 
available upon 
request  

 
 

 

Type  Clip Hypalon  Clip Teflon  Clip Kevlar  GE- WS   
 

    

 

Cross 
Section      

 

Structure  Hypalon coated 

poly ester fabric ï 

reinforced with 

steel wire, clip ped 

with outside Profile  

PFTE (Teflon) 

coated glass fabric 

ï reinforced with 

steel wire, clipped 

with outside Profile  

One side silicone 

coated Kevlar fabric 

ï reinforced with 

steel wire, clipped 

with outside Profile  

Medium heavy 

flexi ble PVC hose, 

smooth i n-  and 

out side, reinforced 

with steel wire  

 

Application  Suction of hot and 

corrosive gas and 

aggressive fumes in 

chemical industry  

Suction of hot and 

corrosive gas and 

aggressive fumes in 

chemical industry  

Suction of hot and 

corrosive gas and 

aggressive fumes in 

chemical industry  

Suction or pumping 

hose, material 

handling, food and 

beverage industry  

 

Temp.  -40°C to +175°C  -150°C to +250°C  -60°C to +300°C  -5°C to +60°C   

ID  50 -1000mm  50 -1000mm  50 -1000mm  10 -150mm   

Std. Colour  Black/green  Brown  Green/silv er  Transparent   

Options   Also available in 
electro conductive 
version  

Special Edition up to 
+1100°C  available  

 

 

Product data sheets and more information at  www.vacuflex. de




