VACUFLEX"®

REDSPIR STD

Medium duty PVC suction
and delivery hose for food
processing

e food grade
e medium dusty suction hose
e smooth bore

MEDIUM

PROPERTIES

oo@

I.D. @ mm 0.D- @ mm
35 43
40 48,6
51 60
58 64,2
60 69,4
63 72,3
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Structure:

Food grade Orthophthalate-free PVC wall, transparent with rigid PVC helix. Smooth bore and
outer surface

Characteristics:

Medium duty suction and delivery hose. Food grade, according to EC 1935/2004 and EU
10/2011 Class A/B/C/D1. Orthophthalate free.

Applications:

Suction and delivery of high quality liquids and foodstuffs e.qg. fruit juice, wine, beer and
alcohols up to 50% as well as dairy products in liquid form.

Temperature range:

-5°C up to +60°C

Colour:

Transparent with red helix

Specials:

REDSPIR L: Standard duty version

REDSPIR SAF: Medium duty super elastic version
REDSPIR SUPER: Heavy duty version

CRISTALSPIR SAF: Medium duty with transparent helix
CRISTALSPIR SUPER: Heavy duty with transparent helix

r(mind.) mm Welig;\rtnca. Vacuum mbar Pressure bar Part no.
225 0,6 900 9 512203500/998
260 0,73 900 9 5722004000/998
270 1,05 900 9 5122005100/998
280 1,12 900 8 5722005500/998
300 1,2 850 8 5122006000/998
325 1,3 850 7 5122006300/998

All technical data, measured at 23°C, are general orientation values and are subject to production-related tolerances. Max.
operating pressures apply only for short periods. We reserve the right to make technical changes and color deviations.
Other versions are available upon request.

Stand: 03/2024



VACUFLEX"®

Weight ca.
I.D. @ mm 0.D- @ mm r(mind.) mm kg/m Vacuum mbar Pressure bar Part no.

70 80,2 380 1,65 850 7 5122007000/998
80 92 400 1,87 850 7 5122008000/998
90 103 450 2,72 850 5 5122009000/998
102 116 500 2,81 850 4 51220010200/998
110 124,4 530 3,12 800 4 51220011000/998
120 136 600 3,58 800 4 51220012000/998
152 168 750 512 800 3 51220015200/998

Further diameters upon request

State: 28.03.2024

VACUFLEX GmbH | Hessenring 8-12 All technical data, measured at 23°C, are general orientation values and are subject to production-related tolerances. Max.

64546 Morfelden-Walldorf | Germany operating pressures apply only for short periods. We reserve the right to make technical changes and color deviations.
Tel. +49 61059339 0 | Fax: +49 6105 9339 60 Other versions are available upon request.

info@vacuflex.de | www.vacuflex.de Stand: 03/2024

2N
(;; SCHAUENBURG HOSE TECHNOLOGY GROUP




